
NX 3   1280 x 1024 @ 3800 fps 
NX-Air/NX-Tra   S3 1280 x 1024 @   2500 fps  S4 1280 x 1024 @ 3800 fps 
  

NX 4   1024 x 1024 @ 3000 fps 
NX-Air/NX-Tra   S1 1024 x 1024 @ 1000 fps  S2 1024 x 1024 @ 2000 fps  S3 1024 x 1024 @ 3000 fps 
 

NX 5   2336 x 1728 @   730 fps 
NX-Air/NX-Tra   S1 2336 x 1728 @   325 fps  S2 2336 x 1728 @   730 fps  
  

NX 7   1920 x 1080 @ 5000 fps 
NX-Air/NX-Tra   S1 1920 x 1080 @ 3000 fps  S2 1920 x 1080 @ 5000 fps 
 

NX 8   1600 x 1200 @ 4000 fps 
NX-Air/NX-Tra   S1 1600 x 1200 @ 2500 fps  S2 1600 x 1200 @ 4000 fps

 

NX Series   NX-Air Series  NX-Tra Series
Minimized Shape    NX Series Basic Specifications  NX Series Basic Specifications
Outstanding Light Sensitivity  100% WiFi Capability  Imaging and Illumination System
200G Rated Design   Setup & Download over WiFi  2 High Performance LED Head
Gigabit-Ethernet    Built-In Battery   9000 lm per LED Head
Pixel Pipeline Architecture  Built-In GPS Time-Code  WiFi Camera & LED Control
Up to 5GB internal Memory  Motion Inspector WiFi Control  Minimized Cabling & Setup
Multilingual Software
Optional WiFi - SyncHub
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NXt Highspeed Imaging Innovations
Reduced To The Max - Minimized Shape and Maximized Performance
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